
ASSEMBLY MANUAL

Outdoor Double Chaise Lounge with 

Retractable Canopy and Curtains

 

MODEL#:LGMF1603
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If the deck is hard wood and the depth 

of it is over 3 inch you can use 

5/16 in. ×4 in. Structural Wood Screw 

to mount the pergola.

If the ground is concreted and 

the depth of it is over 3 inch 

you can use 1/4 inch expansion 

bolts to mount the pergola.

Or you can make a concrete footing for 

pergola 7 X 7 X 10 Inches is recommended 

use expansion bolts to mount.
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Install the bed frame.
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Note the orientation of the 2 bed frames.

Please don’t tighten the bolts during this step.

Please don’t tighten the bolts during this step.
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Note the orientation of the middle bed frame.

The holes of the 3 long bed frames should be aligned.

Please don’t tighten the bolts 

during this step.



Please don’t tighten the bolts 

during this step.
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Please don’t tighten the bolts 

during this step.

10



8

8

8

8

6

Please don’t tighten the bolts 

during this step.

Turn the bed frame over to install

the chaise lounge seat.

Please don’t tighten the 

bolts during this step.
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Please don’t tighten the 

bolts during this step.

Please don’t tighten the 

bolts during this step.
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Tighten all the bolts.

The plastic washer should be installed between 

the middle bed frame and chaise lounge 

backrest tube.
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Note the mounting direction of the cup holder.
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Install the post and beam.
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Install the Canopy.
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Insert the tube to canopy.

Use bolt #② to cross the hole 

on the canopy and then screw

the canopy support tube #②

to the 2 Posts.
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Insert the tube to canopy.

Insert the last canopy support #D1

to canopy and strap #W.
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Use Strap #W to open and close the canopy.

M5x10
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Insert the tube to small canopy.
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Install the bed frame to the posts.
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Please don’t tighten the bolts 

until all the 12 bolts are all 

screwed in the hole.

Please don’t tighten the bolts 

until all the 12 bolts are all 

screwed in the hole.

In order to better complete the 

installation, we suggest that 

you could take something to 

raise the two posts before 

tightening the bolts.
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