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SAFETY PRECAUTIONS Z2{RIEEE

J/ INTRODUCTION #53I

Thank you for purchasing this FMS product.

This manual will help you operate, maintain, and enjoy your vehicle safely.
Please read all instructions before use and retain this manual for future reference.
This product contains precision electronic components and is not a toy.
Recommended for users 14 years of age and older.

Minors must operate under adult supervision.

FMS and its distributors are not responsible for injury or property damage resulting from misuse of this
product.
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SAFETY, PRECAUTIONS AND WARNINGS #£. FilhEiEREs

 Always operate the vehicle in open areas away from people, animals, traffic, and obstacles.
Do not operate near deep water, power lines, or radio interference sources.

 Keep the vehicle away from moisture, heat, and extreme temperatures.

» Do not touch moving parts while the vehicle is powered on.

« Disconnect the battery after use.

 Always turn on the transmitter before connecting the vehicle battery.

» When shutting down, disconnect the vehicle battery first, then turn off the transmitter.
» Never operate a damaged vehicle.

* Do not leave batteries charging unattended.

 Charge only on a fire-resistant surface.
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SAFETY PRECAUTIONS TZ2{RIEREE

This product is not a toy! (14+) Recommended for ages 14 and up. Adult supervision required for ages
under 14 years old. Contains small parts, keep out of reach of children 3 years of age and younger.
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SAFETY PRECAUTIONS Z2{RIEEE

The antenna(s) used for this transmitter must be installed to provide a separation distance of at least 20
cm from all persons and must not be co-located or operating in conjunction with any other transmitter.
End-users and installers must be provided with antenna installation instructions and transmitter operating
conditions for satisfying RF exposure compliance.
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P/ Fcc STATEMENT

This equipment has been tested and found to comply with the limits for a Class B digital device pursuant
to part 15 of the FCC rules. These limits are designed to provide reasonable protection against harmful
interference in a residential installation. This equipment generates, uses and can radiate radio frequency
energy and, if not installed and used in accordance with the instructions, may cause harmful interfer-
ence to radio communications. However, there is no guarantee that interference will not occur in a parti-
cular installation. If this equipment does cause harmful interference to radio or television reception, which
can be determined by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

-- Reorient or relocate the receiving antenna.

-- Increase the separation between the equipment and receiver.

-- Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
-- Consult the dealer or an experienced radio/TV technician for help.

To assure continued compliance, any changes or modifications not expressly approved by the party
responsible for compliance could void the user's authority to operate this equipment.

This equipment complies with Part 15 of the FCC Rules. Operation is subject to the following two condi-
tions:

(1) This device may not cause harmful interference.

(2) This device must accept any interference received, including interference that may cause undesired
operation.

Caution!

The manufacturer is not responsible for any radio or TV interference caused by unauthorized modifica-
tions to this equipment. Such modifications could void the user authority to operate the equipment.

1. The antenna(s) used for this transmitter must be installed to provide a separation distance of at least
20 cm from all persons and must not be co-lacated or operating in conjunction with any other transmit-
ter.End-users and installers must be provided with antenna installation instructions and transmitter
operating conditions for satisfying RF exposure compliance.

2. Move all your channels to the desired position.

3. Select [All channels] and then [Yes] in the confirmation box.

ENVIRONMENTALLY FRIENDLY DISPOSAL

Old electrical appliances must not be disposed of together with the residual
waste, but have to be disposed of separately. The disposal at the communal ﬁ
collecting point via private per- sons is for free. The owner of old appliances

is responsible to bring the appliances to these collecting points or to similar [
collection points. With this little personal effort, you contribute to recycle

valuable raw materials and the treatment of toxic substances. FCC ID: 2A2UNR3D00
CAUTION

RISK OF EXPLOSION IF BATTERY IS REPLACED BY AN INCORRECT ~ FCC ID: N4ZMG400
TYPE.

DISPOSE OF USED BATTERIES ACCORDING TO THE INSTRUCTIONS




CERTIFICATIONS TAIEFESX

This device contains licence-exempt transmitter(s)/receiver(s) that comply with Innovation, Science and
Economic Development Canada's licence-exempt RSS(s). Operation is subject to the following two
conditions:

(1) This device may not cause interference.

(2) This device must accept any interference, including interference that may cause undesired operation
of the device.

L’émetteur/récepteur exempt de licence contenu dans le présent appareil est conforme aux CNR d’Inno-
vation, Sciences et Développement économique Canada applicables aux appareils radio exempts de
licence.

L’exploitation est autorisée aux deux conditions suivantes :

1. L’appareil ne doit pas produire de brouillage;

2. L’appareil doit accepter tout brouillage radioélectrique subi, méme si le brouillage est susceptible d’en
compromettre le fonctionnement.

IC: 25584-MG4BS00

RADIO SYSTEM TR RS

Pay close attention to the following symbols and their meanings. Failure to follow these warnings could
cause damage, injury or death.

FRELAT RS REMBXGRE, WANRRIUTES HITIRME, TaSBiRERifg ARG,

&Danger Not following these instructions may lead to serious injuries or death.
s | NREAENRRREGARE, BURSEURMFENEAZEESH, EEEZEMEN,

Caution| Not following these instructions may lead to minor injuries.

Bl | WIREAENERIREERE, TRESEURFESt ABAE.

Y/ SAFETY GUIDE 22158

O Prohibited Zik

» Do not use the product at night or in bad weather like rain or thunderstorm. It can cause erratic operat-
ion or loss of control.

» Do not use the product when visibility is limited.

* Do not use the product on rain or snow days. Any exposure to moisture (water or snow)may cause
erratic operation or loss of control.

« Interference may cause loss of control. To ensure the safety of you and others, do not operate in the
following places:

1. Near any site where other radio control activity may occur

2. Near power lines or communication broadcasting antennas

3. Near people or roads

4. On any body of water when passenger boats are present

Do not use this product when you are tired, uncomfortable, or under the influence of alcohol or drugs.
Doing so may cause serious injury to yourself or others.




RADIO SYSTEM TEBRA

» The 2.4GHz radio band is limited to line of sight. Always keep your model in sight as a large object c-
an block the RF signal and lead to loss of control.

» Do not touch any part of the model that may generate heat during operation, or immediately after use.
The engine, motor or speed control, may be very hot and can cause serious burns.
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» Misuse of this product may lead to serious injury or death. To ensure the safety of you and your
equipment, read this manual and follow the instructions.

» Make sure the product is properly installed in your model. Failure to do so may result in serious injury.
» Make sure to disconnect the receiver battery before turning off the transmitter. Failure to do so may lead
to unintended operation and cause an accident.

* Ensure that all servos operate in the correct direction. If not, adjust the direction first.

» Make sure the model stays within the systems maximum range to prevent loss of control.
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PRODUCT INTRODUCTION FEaniEift

Y/ BACKGROUND RS

The Toyota Land Cruiser LC80 is a large off-road vehicle that first appeared in 1990, though its develop-
ment began in the early 1980s when Toyota set out to replace the older LC60 series.

Toyota faced two main challenges during the LC80’s development: first, improving comfort and safety
without losing strong off-road performance, and second, ensuring the vehicle stayed stable and reliable
across many different types of terrain and weather conditions.

To meet these goals, Toyota used modern design tools like CAD (computer-aided design) and numerical
simulations to refine the LC80’s structure and suspension, and also ran extensive real-world off-road tests
in varied environments to make sure the vehicle performed well everywhere.

The LC80 was officially released in 1990 and quickly earned praise for balancing rugged capability with
everyday usability, becoming a classic in Toyota’s SUV lineup and helping establish Toyota as a leader
in the off-road vehicle market. The experience gained from building the LC80 also laid the groundwork for
future Toyota off-road models.
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ABOUT MODEL F=@RMB

Authorized by Toyota, the FMS FCX18 brings the legendary Land Cruiser 80 to life in 1/18 scale on an
all-new second-generation low center of gravity (LCG) chassis. This compact crawler faithfully captures
the robust off-road character of the original vehicle in a highly detailed, ready-to-run package.

The hard body recreates the classic Land Cruiser 80 silhouette with strong body lines, distinctive wheel
arches, and finely molded scale accessories. Exterior details include front and rear bumpers, side mirrors,
roof rack, snorkel, wipers, side steps, a standard-sized spare tire, tow hooks, and a hollow front grille,
delivering an authentic scale presence from every angle.

Inside, a fully molded interior with steering wheel enhances realism, while a synchronized lighting control
system adds dynamic visual effects. Factory-installed headlights, front turn signals, rear turn signals, and
reverse lights are individually controllable with linked lighting functions for a realistic driving experience.
Under the hood, a 2-in-1 brushed motor and ESC system provides smooth, reliable power that's easy to
control for both new drivers and experienced enthusiasts.
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PRODUCT INTRODUCTION

Y/ FEATURES $5m

e Ready to run model e Two-speed transmission

e Officially licensed Toyota body shell e Four-link suspension

o Officially licensed BFGoodrich KO3 tires e Metal gears

e Licensed NOMAD wheels e Metal-gear steering servo

e Magnetic quick-release body mount e Rugged bumper kits, roof rack, and ladder.
o Detailed scale interior e Functional 10-LED light kit

e Usable spare tire-not pure decoration e Full lighting system with multiple modes
e FCX18 Il low center-of-gravity chassis e Painted body with decal set

e 180 brushed motor e Three color options

e Metal chassis rall e Personalized stickers

o Metal links e 2.4GHz radio system

e Qil-filled shocks
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PRODUCT INTRODUCTION

SPECIFICATION EmsE
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© \ 31mm
160mm
282mm

e Length: 282 mm
e Width: 122 mm
e Height: 138 mm
e Wheelbase: 160 mm
e Tire size: ® 58*19 mm
e Ground clearance: 31 mm
e Approach angle: 60°
e Departure angle: 38°
e Gear ratio:
High gear: 17.7
Low gear: 94.2
e Motor: 180 brushed motor
e Battery: 2S LiPo 7.4V 900mAh
e Radio range: approx. 80m
e Run time: approx. 15-20 minutes
e Radio system: FS-MG44 transmitter

e Receiver/ESC: FMS R3D-BS 2-in-1 unit
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e ZF{: 282 mm

o ZFEEE: 122 mm
e ZF5: 138 mm
o #hEE: 160 mm
o AR~ @ 58*19 mm
o EHIARE: 31 mm
o B 60°
o HAMA: 38°
o IR
i 17.7
R 94.2
o E3H1: 180 RIREH
e Ejth: 2S LiPo 7.4V 900mAh
o IEIIERS: K4980 m
o #5fi: A2915-20mins
® BT FS-MGA44 &5,
o BEUTHIFNERIE: FMS-R3D-BS (Z&—)
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TRANSMITTER INSTRUCTION ASHNERES
TRANSMITTER INSTRUCTION &&1#14R

The MG44-BS is a 4-channel 2.4GHz transmitter using automatic frequency hopping technology.
It is lightweight, ergonomic, and easy for beginners to operate.

Includes beginner mode for smoother throttle response.

MG44-BS B—5CRA T BEBBIRAMFRFRI4BE, TIEREA 2.4GHz AINEAR L.
EEER. fFeARIREFRI, MENTHZEERGRFERDRES.

(1

[2]

(7]
(8]

(3] (9]
[10]

[11]

[1] Steering wheel: left/right steering (CH1) [10] ST.D/R: steering dual rate
IaFE: /A% E (CHT) HeMAEERE (ST.D/R)

[2] Throttle trigger: forward / brake / reverse(CH2) [11] TH.D/R: throttle dual rate

SHIRAL: EIEEE, M, IR (CH2) T JEEEAEE (TH.D/R)

3] gdiiﬁ‘;rlgf)mggt%ﬁg(gﬁ%n: [12] nggle switch: to set the related function of ESC
{EARTT 5 (CHA) SRR OBSE=, | SREnIAY HITPR (THRFRiRRI LIFR)
Three-position toggle switch: TH.REV: throttle reverse

(4] P % [13]
auxiliary functions (CH3) SEIRMAEFFE (TH.REV
=R FEENTORE(CH3) ( :
Lanyard hole G.LED, Status Indicator

[5] [14]

EE7 IREISRITEE LED (G.LED)

[6] Handle: 4*AAA Battery compartment [15] Bind button: receiver pairing
FiE, 4*AAARLE XJEiRiE (BIND)

71 ST.REV: steering reverse [16] ST.TRIM: steering trim
FHEEgR~REFR (ST.REV) FEBAIE (ST.TRIM)

9] R.LED: power indicator [17] TH.TRIM: throttle trim
FBIRIETIT41E LED (RLED) HIIAPAARE (TH.TRIM)
RX.BATT: ESC Battery power indicator Power switch: ON/OFF

(9] (18]

EEiARtEE 2 BEm T (RX.BATT) EBIRFFX (POWER OFF/ON)




OVERVIEW INSTRUCTION USRS
/ OVERVIEW $ZUg#,
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(8]
(9]
[1] Power Switch [7]CH1
[2] Battery Interface [8] LED Light Interface
[3] Motor Interface [9]1 LED (Status Indicator)
[4] Antenna [10] S (Signal Pin of LED Light Expansion Interface/CH Interface)
[5] LED Light Expansion Interface  [11] + (Anode of LED Light Expansion Interface/LED Light Interface/CH Interface)
[6] CH3 [12] - (Cathode of LED Light Expansion Interface/LED Light Interface/CH Interface)
[1] EBRFFX [7] CH1
[2] EBithdzEO] [8] TN
[3] EB#EEO [9] LED
[4] R [10] S (BEEO/FTY EEOESH)
[5] ETH BN [11] + (BEEO/FETEO/ETY BEOER)
[6] CH3 [12] - (EBEEO/FNTEO/FTT REORR)

* Note: The specification of the motor interface is a PH2.0 female connector. The specification of the
battery interface is a Molex 51005 female connector. The specification of the CH1, CH3, and LED light
expansion interfaces is a standard 1.25mm 3-Pin connector. The specification of the LED light interface
is a standard 1.25mm 2-Pin connector.

“E: EBHEON PH2.0 BEERTF; EBittiZIMolex51005 BEEZM; CH1. CH3METY BEOA
FRAE1.25mm*3PinimFEE; ZENT#EEO /94 T.25mm* 2Pini FEE,

P/ RECEIVER LED $SIHUETAT

The LED status indicates the power supply state of the receiver and its working state.

Off: The receiver is not powered on.

Solid on in red: The receiver is connected to the power supply. It works normally.

Fast flashing: The receiver is in the bind mode.

Slow flashing: The LED flashes slowly when the transmitter is powered off, unbound, or no signal.

B IASETT T e RN ARR IR R TR,
K A REIRREE. MITER: RENEEERR, HEBIFE.
PRI AT XSRS H, 1EEANE: REHRIERE, TESER.
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LED LIGHT UNIT ZEXTIRENHR

The FS-FMS-DBO03-B is an LED light unit designed for use with a receiver.lt features 6 in depen-
dent LED light connectors, allowing separate control for each group of lights. Additionally,it has a
waterproof rating of PPX7.

FS-FMS-DB03-B E— X E/RMIIRITAIZETIREIMR, Ec6BMT i TN, STRRdEd
ENTH TR, FFRSE PPX7 RRKItRE.

21 B A _
|»[13] —[12]

8 [ el
[1] Signal Input Interface [8] Turn Signal Left Light Interface
[2] Multi-function A Interface [9] $ (Signal Pin of Signal Input Interface)
[3] Multi-function B Interface [10] "+" (Anode of Signal Input Interface)
[4] Headlight Interface [11] "-" (Cathode of Signal Input Interface)
[5] LED [12] "+" (Anode of LED Light Interface)
[6] Daytime Running Light Interface [13] "-" (Cathode of LED Light Interface)

[7] Tum Signal Right Light Interface N
[10] "+" (IESBNEOIER)

fESmAEO M4ErKiTE0  [71688%0E0 [11] "-" (EE@MAEOREK)
[21ZIhREAIEZO  [SILEDIETIT  [81AEEE)THO [12] "+" (EITEOER)
[312I08EBEO  [6]B1T¥T#EO (9] S ((EEMAZEOMGESR) [13] "-" (ETEOSR)
Notes:

1. Al LED light interfaces use 1.0 mm x 2-Pin standard connectors, while the signal input
interface adopts a 1.0 mm x 3-Pin connector.

2. The signal input interface is used to connect the receiver's LED lightexpansion interface.

iE:

1. FFEEIT#ENY9 1.0 mm* 2 Pin inFEE, ESWAZEONRER 1.0 mm* 3 Pin inFEE;

2. ESMAEORTEEREWNETY BEO,

PRODUCT SPECIFICATIONS FESaiitg

+ Product Model: FS-FMS-DB03-B + FERES: FS-FMS-DBO03-B

+ Compatible Receivers: FS-FMS-R4P1-BS, |« 1&BCEKIH: FS-FMS-R4P1-BS,
FS-FMS-R6D-BS, FS-FMS-R6B-BS FS-FMS-R6D-BS, FS-FMS-R6B-BS

« Compatible RC Model: Educational, o IEEHEEL M. TR BRER
Competition, and Recreational Models

« Number of LED Lights: 6 sets o ZENTLHEN 6

« Data Output: LED Light Control Signal o HiEmE: EITEREIES

« Operating Voltage: 3.5~8.4V/DC « T{FHB: 3.5~8.4V/DC

« Temperature Range: -10°C~+60°C o RESEE: -10°C~+60°C

» Humidity Range: 20%~95% o TBESEE: 20%~95%

» WaterProof: PPX7 o BAIKELR: PPX7

* Dimensions: 23.0mm*17.0mm*10.5mm o AMER~: 23.0%17.0*10.5mm

«  Weight: 4g - NSEE: 49

« Firmware Updated: Not Supported o EEEET AiE

» Certifications: CE,FCC « JAIE: CE, FCC

11



LED LIGHT UNIT ZEXTIRENAR
Y/ FUNCTIONS  ThigiE%

Connection between the LED light unit and the receiver

Connect the LED light unit to the receiver's LED light expansion interface through the signal

input interface.

LED Status

« When the LED is solid on, it indicates that the LED light unit is operating normally.

»  When the LED flashes slowly, it in dicates that the LED light unit is not receiving valid
signals.

ENTIR R SIS HERE

BEITRREIESHMAZEO SEENIN T BEOEIEE,

LED iRZi5HE

« LED \8RNTES, FEIRMMRAEREIIERES.

« LED $5/R kT8N, FERAMRRIEIERIES.

Y/ CERTIFICATIONS IAIEAE%

FCC Compliance Statement

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two
conditions:(1) this device may not cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause undesired operation.

Warning: changes or modifications not expressly approved by the party responsible for compliance
could void the user's authority to operate the equipment.

This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection
against harmful interference in a residential installation. This equipment generates, uses and can
radiate radio frequency energy and,if not installed and used in accordance with the instructions, may
cause harmful interference to radio communications.However, there is no guarantee that interference
will not occur in a particular installation.

If this equipment does cause harmful interference to radio or television reception, which can be
determined by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

-- Reorient or relocate the receiving antenna.

-- Increase the separation between the equipment and receiver.

-- Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

-- Consult the dealer or an experienced radio/TV technician for help.

EU DoC Declaration

Hereby, [ShenZhen FLYSKY Technology Co, Ltd.] declares that the Radio Equipment
[FS-FMS-DBO03-B] is in compliance with RED 2014/53/EU.

The full text of the EU DoC is available at the following internet address: www.flyskytech.com/info_-
detai/10.html.

Environmentally Friendly Disposal

Old electrical appliances must not be disposed of together with the residual waste, but have to be
disposed of separately. The disposal at the communal collecting point via private persons is for free.
The owner of old appliances is responsible to bring the appliances to these collecting points or to
similar collection points. With this little personal effort, you contribute to recycle valuable raw
materials and the treatment of toxic substances.

12



GETTING STARTED (EFHBIHS

/ TRANSMITTER BATTERY INSTALLATION &S ithz4E

Before operation, install the battery and connect the system as instructed below.
FHAERERT, SRBAENINFHNIES 3Bt ERERE.

&Danger Do not mix old and new batteries.
ek | 1/pi5 Rt SR,

&Danger Remove depleted batteries promptly.
Bl | REERCERERNE,

&Danger Do not attempt to recharge non-rechargeable batteries.

ekt | t1pEia I TERAde TR,

&Danger Do not open, disassemble, or attempt to repair the battery.

fBl& | BT, IFEs B T4HERIb.

&Danger Do not crush/puncture the battery, or short the external contacts.
ek

BAPE. RIZFSiEMEHSERF.

&Danger Do not expose to excessive heat or liquids.
ekt | BEEEIE TR,

&)anger Do not drop the battery or expose to strong shocks or vibrations.

Bl | BRI, RiEsdRED.

anger| Always store the battery in a cool, dry place.

Bl | BEEitFRETIEERRRES,

anger| Do not use the battery if damaged.

fEba | anEReEitiRIR, EZBMELEAER,

Battery type: 4 X AAA batteries

1.0pen the battery compartment on the bottom of the transmitter.

2.Insert four AAA batteries, observing correct polarity.

3.Close the battery cover securely.

Remove batteries if the transmitter will not be used for an extended period.

Low battery alarm: When the battery is lower than 4.2V, the transmitter
will give an alarm with the LED flashing slowly.

*Note: When installing the batteries, be careful to handle the positive and
negative poles. (As shown in the picture on the right)

FEtZEEYER: AAA BBith

BRIBLU TS BRERGIRE b

1. ¥ IFEit B,

2.5 4 BEET RN AAA B NEEER, FRERRABHFRRE
i LS ERTSE M eSS ER TE,

ARG,

WMERARSIHASBEAER, SEHEE,

REBEIRE: HBERT 4.2V H, RIWAIRHAESRERR LED 187
NE: EEEtET, EREEMERR, BRREER. (NEEMTR)

13



INSTRUCTIONS 1#Eias|

After setting up, follow the instructions below to operate the system.

EEERFRE, BULURRASIES I FHAERAr R,

J/ POWER-ON SEQUENCE  FRHLIGR

1.Turn on the transmitter.

2.Connect the vehicle battery.

3.Turn on the vehicle power switch.

When the vehicle and the transmitter are turned on , after the binding is successful, if the vehicle's
steering responds but the throttle does not, please turn off the power, adjust the TH.TRIM of the
transmitter to the middle position, and then power on again.

13TFRERRE (RS FFX.

2 Rt

3FTHERBIRIT R,

LEMSERS (REM) FNIRTRE, FRERERE, Tl TRRER, X, BEss
(R5I) B9TH.TRIMIBZ!E], FEFF.

& Note [ Operate with caution in order to avoid damage or injury.
TE | HNRAESE, E2ERME, BUTESEF RIRARARGT.

Make sure that the throttle trigger is at its neutral position and the switches are set to their
& ggs proper position.
=8| o . sy s S 7 -
AT ENREBERGINIFRAM FTRZ2ME,
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INSTRUCTIONS el = =

1. R.LED: The red power indicator;
2. G.LED: The green status indicator;
3. RX.BATT: ESC battery power indicator.
* When the power is high, the RX.BATT LED will be solid on in green.
* When the power is medium, the RX.BATT LED will be solid on in orange.
* When the power is low, RX.BATT LED will be solid on in red.
« When the power is ultra low, the RX.BATT LED will be flash slow in red.
» When the receiver is not connected, "the RX.BATT LED will maintain the last indicated state.
1. RLED: E&EBRERAT;
2. G.LED: ZREBIRERIT;
3. RX.BATT: EEiEE/BEEETRIT
B2 BErEEES
«BEf: FERIBEES
« BER: ERTAeES
- BEEE: fERTAEEN
o FEWHERD: SR RIFSERIETRRES

Y/ BINDING 353

The transmitter and receiver have already been bound at the factory.

However if the receiver needs to be replaced or additional receivers bound follow these steps:

1.Turn on the transmitter while holding the BIND button, then the transmitter will enter the binding mode.
At this time, the G.LED will start flashing quickly. Once in binding mode release the BIND button.

2. Turn on the receiver, and it will wait for 1 second for connection. If without connection, the receiver will
enter the binding mode automatically.

3. Once the binding is successful, the receiver LED and the G.LED of the transmitter will be solid on.
Note: When binding, put the transmitter into bind mode first, then the receiver. If the binding is not
completed within ten seconds, the LED of the receiver will enter its slow flashing state.

AEAARIAHESL RIS,

WNFEHRE ARSI SR, BRRRAN T B TS

1. BRSUR(EXSRSIZSEE (BIND) FRHBIHEASIDIRZ, AT G.LED tRIN, #RFFIdioiks;

2. R ERBSER 1 IR BIERR B AR,

3. XEBATHE  ERHRASIHUEITES,

T SEEEEERIIENIIRE, BSREHANGIGRTS ; & 10 RSB, ZH LED
ETTHNEIRIRE.
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INSTRUCTIONS il = = |

This function is used to set the neutral position for throttle and wheel.
Every transmitter is calibrated before leaving the factory, however if recalibration is required, please
follow these steps:
1. Turn and hold the steering wheel clockwise to the max travel point and push the throttle trigger
forwards as far as possible, and at the same time turn on the transmitter, the transmitter will be in calibra-
tion mode.

» The R.LED and G.LED will work in two-flash-one-off mode. * The RX.BATT LED will be solid on in yellow.
2. Calibrate steering wheel: Turn the steering wheel to max and min travel point in clockwise and counter-
clockwise.

» The R.LED will be off. * The RX.BATT LED will be solid on in red.
3. Throttle trigger calibration: Push/pull the throttle trigger to forward/backward as far as it will go.

» When the calibration is completed, the G.LED will be off.

* The RX.BATT LED will be solid on in green.
4.Both steering wheel and throttle trigger have finished the calibration.

* The RX.BATT LED will be off.
5. Once the calibration is finished, press the BIND button to save and exit.

ZINRER LA TS M Al IR A EELE.
REWEL RICRESSH, NBEEENRE, BRBUTSEBHIT.
1. ASBEFRIRTEHTRIRA. IRNFRHERIERHFL, ENREETIRE,;
« RLED {§7R/T#0 G.LED 87 T—IW—K < RX.BATT {5 RITEHBES
2. HAFRRAESFRIRH AN SRR AR/,
« RLED#ERITRK  « RXBATT {ERITLIEBES
3. HIMRARE: ERIERIR SIS AT RN,
 G.LED 87 RITK « RX.BATT I8 RITEEEES
4. FHEFLHHRIRSERE ;
« RX.BATT $8~ITK
5. ROEFEREE "BIND" ERHIHRFEUE.

/ POWER-OFF SEQUENCE  X#IRE

1.Turn off the vehicle.

2.Disconnect the battery

3.Turn off the transmitter.

Always disconnect the battery after use.
1. RAFEHFX.

2 WTFTEBIHIERE,

3RIMEERE (REMN) FFX.
EFEFEEfE S W W TSRS,

Danger Make sure to disconnect the receiver power before turning off the transmitter. Failure to
& = do so may lead to damage or serious injury.
v

KRS, IESWSERERIAN RN, BXAATH, BNRTESERIRA. ARZ 5.
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SYSTEM FUNCTIONS E=34030) -1

CHANNEL DESCRIPTION iEi&ijtAA

The transmitter outputs a total of 4 channels, which are assigned as below, as well as the functions.

* CH1 Channel: The assigned control is the steering wheel. CH1 controls the steering to enable a car to
turn left or right.

* CH2 Channel: The control is the throttle trigger. CH2 controls the throttle to enable a car to move
forward or backward.

¢ CH3 Channel: The control is the CH3 three-position switch. Users can customize the channel function.
For example, function as a fast /slow-position servo channel.

¢ CH4 Channel: The control is the CH4 button switch. Users can customize the channel function. For
example, control the car lights (short-press to switch the car light mode).

ZRFIHHEN 4 NMEE, EEOEMEMIIEEMNT

- CH1 EiE: a7 aFe, heehnm, EREFAaR.

« CH2 @il =0 Ry, Thag/m), EREFRIEITH.

- CH3 IBIE: 245 CH3 =ik, TEENBENEE, WMeA{EARISHETIEE.

« CH4 Bl =8 CHA IREFFX, ATEESCEEINEE, WAEHIET (ERIMRET TIREN) .

Y/ CHANNEL REVERSE B8R

This function is used to adjust the action direction of the servo or motor
The ST.REV / TH.REV switches are the reverse buttons for CH1 and CH2. If the switch is in the upper
position it indicates reverse, and the down indicates normal.

ZIIRER TR BRI ETI .
IigdH ST.REV/TH.REV 1358 CH1. CH2 BiERmEERE, FXEikFrRA, ™RERES.

The ST.TRIM switch is used to adjust the trim for CH1 (steering), and can also adjust the trim for CH3 as
multiplexing mode. The TH.TRIM switch is used to adjust the trim for CH2(throttle), and can also adjust
the trim for CH4.

Refer to [Mode Switching] for multiplexing switching mode.

Adjustment range: -120us ~ +120us;

ST.TRIM/TH.TRIM: Counterclockwise adjustment to increase the trim value. The maximum value is
120us.

ST.TRIM/TH.TRIM: Clockwise adjustment to decrease the trim value. The minimum value is -120us.
Note: After the throttle trim is changed, the receiver needs to be re-powered on to recognize the new
throttle neutral. Otherwise, an exception may occur during vehicle reversing.

ST.TRIM 3 CH1 75448, TR CH3 B,

TH.TRIM 9 CH2 S I8, SIS CH4 1BIERIA;

LI EERS A= [1EHE 1.

V7558 -120us ~ +120us;

ST.TRIM/TH.TRIM: IEBIEHAETS, HEARIEE, &A7 120us;

ST.TRIM/TH.TRIM: IRESEHETS, iR DMAIBE, &IV -120us,

E: CH2 HHIEREE, BKRETBELORBIEATH IR, BUTRESEIEEREIR,
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SYSTEM FUNCTIONS f=34030) -1

The ST. D/R switch is used to adjust the servo travel amount CH1(Steering Trim), and can also adjust the
travel amount for CH3 as multiplexing mode.

The TH.D/R switch is used to adjust the servo travel amount for CH2(Throttle), and can also adjust the
travel amount for CH4 as multiplexing mode.

Refer to [Mode Switching] for multiplexing switching mode.

Adjustment range: 0-120%;

ST.D/R: Counterclockwise adjustment to increase the servo travel amount. The maximum value is 120%.
ST.D/R: Clockwise adjustment to decrease the servo amount. The minimum value is 0%.

TH.D/R: Counterclockwise adjustment to increase the servo amount. The maximum value is 120%.
TH.D/R: Clockwise adjustment to decrease the servo amount. The minimum value is 0%.

ST.D/R 3 CH1 J3EfEEET, ISR CH3 feEiETs;
TH.D/RJ3 CH2 I JReEiETS, IERA CHA fleEF;
WETSEE: 0~ 120%;

ST.D/R: FRIEHETS, HEINMEE, &K 120%;
ST.D/R: IRESEHETS, B/\MEER/NI 0%.

TH.D/R: HRSEHET, HEIREE, &AJ 120%;
TH.D/R: IRESEHETS, iRv)MERHR/INA 0%,

MODE SWITCHING #&z{ i

This function is for reusing the ST.TRIM and ST.D / R buttons for different channels setting:

Under normal power-on condition, press the BIND button twice (within 1S) to switch between mode 1 and
mode 2. By default, mode 1 is used.

Mode 1: The R.LED is solid on, and the G.LED is off. The ST.TRIM switch is for CH1 trim adjustment, the
ST.D/R switch is for CH1 D/R adjustment. The TH.TRIM switch is for CH2 throttle trim adjustment, and
the TH.D/R switch is for the CH2 D/R adjustment.

Mode 2: The R.LED and the G.LED are flashing alternately. The ST.TRIM switch is for CH3 trim adjust-
ment, the ST.D/R is for CH3 D/R adjustment. The TH.TRIM switch is for CH4 trim adjustment, and the
TH.D/R switch is for CH4 D/R adjustment.

ILTHEEFRF4& ST.TRIM % ST.D/R FEdHEFTF CH3. CHA@E (¥ [HF 1. KeEET])

DREIRE: [ERFHUAS THRIEZM T3t9&%#E (BIND) (17 W) RIAIERMEMESN— =, FHLE
WHtER—,

#R—: RLED #8\T#%, G.LED mAA%, ST.TRIM iFt5 CH1 #4i8, ST.D/RET CH1 fE&;
TH.TRIM 15 CH2 j I8, TH.D/R ¥ CH2 JiIJREE;

" RLED $574T#0 G.LED $&7RIT35&iRN1%, ST.TRIM 9875 CH3 #4i8, ST.D/R¥ET CH3 fieE;
TH.TRIM i875 CH4 #4i8, TH.D/R {15 CH4 fE&,

Y/ FAILSAFE SR

The failsafe function is used to protect the model and personnel when the receiver is out-of-control. The
failsafe for CH2 is enabled by default, the ESC will enter the brake state when the receiver is out-of-con-
trol. By default, the failsafe for CH1, CH3 and CH4 channels have not set, and can be set at the transmitter
side, and these three channels will maintain the last output in case of out-of-control.

Setup: In the normal power-on state, set the control corresponding to the channel to be configured with
failsafe to the preset position, meanwhile, press and hold the BIND button for 3 seconds to set the output
value as the failsafe value. And if the G.LED flashes for 2 seconds, it indicates that the setting is success-
ful. Then the failsafe value set will output in case of out-of-control.

18



SYSTEM FUNCTIONS f=34030) -1

I IhBE AT SR T EE BRI RS ESASZIEHRT, (RIPMERIIREARNR S,

RN CH2 BERNAFRNIR P, KEEREHANEER, m CH1 @E. CH3 E& M CH4 BE, 7
ERSINIREEEMAIEEFRIPME. AKIRE, KB PWM EOHRSREHEH.

IEESE : AFMNAVEEBERET, EEERENEEFRFESERENAEFRMEMNEFREA S, B
ARG (BIND) 3 7, G.LED 187/ TiRMk 2 MRmig Bk, BN LEERESE, BRRE
ERIIE BRI,

P/ BEGINNER MODE #13&i8st

Beginner mode is designed for people new to the hobby.

In this mode the throttle channel has been limited to output 50 percent, the channel range defaults has
been set to 1250~1500~1750us. By default, the mode is normal mode.

Setup: To switch between beginner mode and normal mode, press and hold the CH4 button while turning
the steering wheel completely counterclockwise as far as it can, and at the same time, power on the
transmitter. When the G.LED works in two-flash-one-off mode for 3 seconds, then the beginner mode has
switched. In case of the G.LED is off, the normal mode is switched.

LHANFERKCBIES N IRR, B H IEEEERIESR R 2.

EE R ARIUE I 50%, Bl CH2 BESerEEIA/91250~1500~1750us, tH ERASIERER.
TIREIRE: 1RVl ERAMERR: &E CHA R, ERPSHRFRERETRRE, HA, X G.LED
BT ZIN—KiFER3 oA, REBINIREIMZ BRI, EFRIT, G.LED I8 TR,

TWO-SPEED TRANSMISSION PR{4EEIE

Use the transmitter switch to select:
Low gear: crawling and technical driving
High gear: trail driving and speed

Shift only when the vehicle is stopped.
ERRSINFT A TIER:

R [EITFRAR SR

S MEHMTIHRSEITH
REEFEHELEI A TiEE.

DIFFERENTIAL LOCKS (IF EQUIPPED) Ei%fi (HEc&HNAIEH)

Selectable front and rear differential locks improve traction on rough terrain.
Use locked mode for crawling and open mode for turning.

SRR, EEEMERSEEIRR hAIES 1.
(ERSIERIUHTIC T, (R ERH TS,
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SYSTEM FUNCTIONS RAINEE
/ DRIVING CONTROLS IRzl

Pull trigger: forward

Push trigger: brake

Push again: reverse

Steering wheel: left/right

Use throttle smoothly when learning to drive.
Avoid full throttle immediately from a stop.

[ERIRAN: [ARD

BUEERYL: RS

BREHER: RE

BRFR: £/A

S IR ETM R,
MNEEERE SR D I AN LIERIE,

/ ESC PARAMETERS SETTING EBiFS#Hg8E

Running Mode Battery Type Drag Brake

g Fworevierk B Lipo Hig 0% HHY 75%
HH Fwo/Rev M nime gl 50% [ 100%

Toggle Switch Sign  #kRBFFXIRR

The Toggle Switch on the transmitter is used to set ESC parameters, that is, the Toggle Switch is located
at different positions and the corresponding parameter values are different.
There are three parameters can be set for the ESC, which are "Running Mode", "Battery Type" and "Drag
Brake". There are slide switches numbered 1, 2, 3, 4 on the transmitter panel. The above parameters can
be set by toggling up and down.
REW EAURISFF XA TIRERFESH, ARBIXTARMEYNSHERR.
ZHEEE=ANSEMALIRE, PBIE BT (Running Mode) " | "EBjth3&A! (Batter y Type)” .

"{ENFIE (Drag Brake)” . REMWERLEE—FIRSH 12 3 4 AUIRISFX, BT ET™RNATLASEEIRY £
BB E.
Running Mode
FWD/REV/BRK(Forward/Reverse/Brake): This mode adopts "double click" reverse mode, that is, when
the throttle trigger is pushed from netural range to the reverse area for the first time, the motor is only
braking and will not reverse; when the throttle trigger is moved back to the netural range and pushed to
the reverse area for the second time, it will reverse. This mode is applicable to general models.
FWD/REV(Forward/Reverse): This mode adopts "one click" reverse mode, that is, when the throttle
trigger is pushed from netural range to the reverse area, the motor immediately generates reverse action,
which is generally applied to rock crawler.

20



SYSTEM FUNCTIONS f=34030) -1

Setup:
Toggle the No. 1 slide switch to the lower position, then the running mode is set to FWD / REV / BRK.
Toggle the No. 1 slide switch to the upper position, then the running mode is set to FWD/REV.

Battery Type

There are LiPo and NiMH cells. It can be set according to the actual use.

Setup:

Toggle the No. 2 slide switch to the lower position, then the battery type is set to Lipo. Toggle the No. 2
slide switch to the upper position, then the battery type is set to NiMH.

Drag Brake Force

The drag brake means that when the throttle trigger moves from the forward or reverse area to netural
range, it will produce certain braking force to the motor, the larger the value is, the greater the drag brake
force is. Select proper braking force according to the actual situation.

Setup:

Togg?e both the No. 3 and the No.4 slide switches to the lower position, then the drag brake force is set
to 0%. Toggle the No. 3 slide switch to the lower position and the No.4 slide switch to the upper position,
then the drag brake force is set to 50%. Toggle the No. 3 slide switch to the upper position and the No.4
slide switch to the lower position,

then the drag brake force is set to 75%. Toggle both the No. 3 and the No.4 slide switches to the upper
position, then the drag brake force is set to 100%.

121718z (Running Mode)

BIHEETRZE (FWD/REV/BRK) :  IEXRANE "WEREE" |, BB IRIES RN R R
ERAEAKER, BIRENE, TEF-E/ENE, SR HRNER P [RRIEHE OEEREXIER, T
FELERIZEEE, IEEERT—IRERL,

EEIFRE (FWD/REV) : IEXRA "BERX" AF5X, BN PREKEHEE RE KIS, B
STBIFEERIERME, AR AR TR SRR,

THEEIRE

BRIFNER LRSS 1 BREFRRETN, ETRANRENAIREESNE (FWD/REV/BRK) . &
REER LRSI 1 ARIEFRIRE LN, ETEINRENEEIERE (FWD/REV) .

EBjth2£A (Battery Type)

BEBEIRSEAMIEE, RIESAMERBRIRER.

ThEEIRE:

BRIER RS 2 RRIBFARIAETN, BitEERNREHEE, BRSIER LHRSH 2 A9LIE
FRIRZE EM, EBibRRANRE RS,

HERI}IE (Drag Brake)

HERRIEZH RN ER KR [ XKIgEANFR XA, BN —ENRNED, XEFLUENS
RIEBHAIRRRIXTEBANE FRIRE, EERMEAS RECER .

THEEIRE

BRENER LRSS 3 RIRIBFXIIRSS 4 RIS RIEE T, IBRINERNRER 0%; BRFE
R ERSH 3 FHRRBFFREETN, RS9 4 BIRIBFRIRZE LM, #RIDERNREN 50%; BARFIER
LTREA 3 MIRBAXIRZE LN, RSN 4 WHRBFEE TN, BRAERNRER 75%; KBRSHER L
wS73 HRIEFFRIRS A 4 RURISFFRIEE LM, #ERINDERNKES 100%,
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J/ ATTENTIONS EEIR

» Make sure the product is installed and calibrated correctly, failure to do so may result in serious injury.
* Please carefully check each power device and car frame instructions to ensure the power matching is
reasonable before use. Avoid damaging power system due to incorrect matching.

» Do not let the external temperature of the system exceed 90°C /194°F, because high temperature will
damage the power system.

» Make sure the receiver's battery is disconnected before turning off the transmitter, failure to do so can
result out of control. Unreasonable setting of the Failsafe may cause accidents.

* After use, remember to disconnect the battery and the ESC. If the battery isn't disconnected, the ESC
will consume electric energy all the time even if it is off. It will discharge completely if connect the battery
for a long time, thus resulting in the failure of the battery or the ESC. We are not responsible for any
damage caused by this!

« Make sure the receiver is mounted away from motors or any device that emits excessive electrical noise.
» Keep the receiver's antenna at least 1cm away from conductive materials such as carbon or metal.

» Do not power on the receiver during the setup process to prevent loss of control.

« If the throttle trim is changed on the transmitter side, the receiver needs to be re-powered to recognize
the new throttle neutral. Otherwise, an exception may occur during vehicle reversing.

« ERRIL IR AT M S RE LI, BNATRESBUREL R SRR,

- FEERMDREUNRERRBESE, BRMDELRSE, BREERIERSEENRSERIT.

* PDFERFHIINBREFRIS 90°C /194 °F, BRSBTS,

o XHARY, IBSUERTIRRNEIR, AEXARIIN. MRXALRGFHBRIHEENBAELE, BSH
BIEREAE. KERIFRERSIERES R,

- FAsEEE, ERMAERE, UNCHFRIbSEIEAER. WA, BIERIEFRGTRIRE,
BRthe—EREEE (RRIER)) , KINEEZEORESEIN, HNSEFEEEEHISE.
A E L TIERAY IR E !

« R TR B FE SRR FIR RIS 2 A,

« BN RETITESHEE, (INSBENRYE. ATESHBIERTIE, BHERBIKYREMSEN
BlzAZELE 1 EX LIRS,

< EREREY, BOEERRNEIR, BRERANERRE,

- EEARSHUREEHMERE, RE/ETRELIRBIFESH P, SNTRESHIMEER IR,

PROTECT FUNCTION {R{FIhEE

The receiver supports low voltage protection and high voltage protection function.

» Low Voltage Protection: When the receiver enters the low voltage protection state in case of detecting
low voltage, CH2 motor channel has no output. Channels of CH1, CH3 and CH4 output normally, and all
the lights flash slowly for prompt.

» High Voltage Protection: When the receiver enters the high voltage protection state, all channels have
no output. All car lights flash quickly for prompt.

The receiver supports the overheating protection and the blocking protection function.

» Overheating Protection: The receiver will enter the overheating protection state in case of the high
internal temperature of the ESC, the CH2 motor channel won't output, but the other channels will output
normally. All car lights flash quickly for prompt. The CH2 motor channel will output normally when the
temperature is normal.

» Blocking Protection: When the external motor is blocked, it enters the blocking protection state, to
protect the ESC and the motor. The CH2 motor channel won't output, but the other channels will output
normally. The CH2 motor channel will output normally when there is no blocking.
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R BRI FEHEAI SRR,

- BESRARF: HelEEbEEIEE, CH2 DABELHmL, CH1 @&, CH3 @&, CH4 BELER
W, FEETENET.

- BETSRP: SeNEEitRESSN, rEBELhiY, EFETRNETR.

R R AR (RIFTIEE.

< IRIP: SIRNFENEEEEN, CH2 D@EExmd, CHTEE. CH3 BE. CH4 BEEERT
. FTEEITRIAES, HEEIERR, CH2 DABERkEmt.

« BEEGORIP: OMBEIAEEERT, HMNBERIPIGS, BTRIPEIENEA, CH2 SikEETHEH, CH1 &
B, CH3®@E. CH4BEERRL,; AR, CH2 DXBEkSERRH.

LIGHTING SYSTEM ZEfTi=Hl

This receiver supports seven sets of LED lights: One set is connected directly to the LED light interface.
The remaining six sets—comprising the front turn signal left light, front turn signal right light, roof lights,
headlight, and left and right brake lights (which also function as rear turn signals)—are connected to the
receiver via the LED light unit. (Note: The left and right brake lights share the same physical lights with
the rear left and right turn signals respectively; The brake function has priority if both are activated
simultaneously).

The status of all the LED lights is controlled by the corresponding controls on the transmitter (e.g.,
FS-FMS-MG44-BS).

One set directly connected (via the LED Light interface)

The on/off state of this light set is controlled by the CH4 button (or by the BIND button when bound with
an FMS-G3 transmitter).

The remaining six sets (via the LED light expansion interface)

* Mode Switching: Briefly press the CH4 button on the transmitter to switch between control modes.
Each press changes to the next mode in sequence: Default Mode, Mode A, and Mode B. Each time the
system is powered on, the LED light control mode defaults to Default Mode.

« Turn Signal Function: If the turn signal function is enabled, all turn signals will operate in their preset
mode; if the function is disabled, they remain off. The turn signal function is enabled by default. Rotating
the steering wheel will activate the corresponding left or right turn signal.

Turn Signal Switch Settings:

« Default State: Enabled by default. Turning the steering wheel will automatically activate the
corresponding left or right turn signals.

* Quick Toggle (On/Off): When normally connected, turn the steering wheel fully clockwise (full right
lock) and simultaneously long-press the CH4 button to toggle the turn signals on or off.

* Power-Off Memory: The system automatically saves the settings and will retain the previous on/off
state upon the next power-up.

The specific working states of the six sets of LED lights are described as follows:

LED Lights Default Mode |Mode A |Mode B Notes

Front Turn Signal Left Light | The light flashes slowly on a left turn. (Rotate steering wheel counterclockwise to trigger.) The turn signal function
can be set to “Off.”
When set to “Off,” the
turn signals will not flash
when the vehicle turns.

Front Turn Signal Right Light | The light flashes slowly on a right turn. (Rotate steering wheel clockwise to trigger.)

Roof lights OFF OFF [Solid oN /
Headlight OFF Solid ON [ Solid oN /
« Braking (trigger pushed): High brightness « Braking: High brightness .
Right Brake Light/Rear Turn |+ Not braking & right turn inactive: Off « Not braking & right turn inactive: Low brightness When the running
Signal Right Light « Not braking & right turn active: High + Not braking & right turn active: High brightness | mode of ESC is set to
brightness and slow flash and slow flash Forward/Reverse mode
N - - - " - - (no brake), the Brake
« Braking (trigger pushed): High brightness « Braking: High brightness Light will not on when
Left Brake Light/Rear Turn « Not braking & left turn inactive: Off « Not braking & left turn inactive: Low brightness pushing the throttle
Signal Left Light « Not braking & left turn active: High + Not braking & left turn active: High brightness trigger forward.
brightness and slow flash and slow flash
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Notes

1. After the receiver is turned on, all the LED lights will be on for one second and then go out.

2. The steering channel (CH1)and throttle channel (CH2) are capable of automatic neutral identifying,
after the trim is adjusted, the receiver should be powered again to recognize the neutral positions of
these two channels automatically.

3. If you have set the steering channel in reverse, the trigger condition for turn signal left light and turn
signal right light will not be affected.

FRWANSZHS 7 BENT: 1 AERER (FTEO) |, 356 A (RIARKT. siAkIT. TRENT. AR,
ENEN | BESRIMENET / BEHT ) BRI S MY ESER (8 £/ GRETS
BSEE / BERAIERR—ET, SFNFESEARNMAR, MREEARNET) .

ENTRIPRE RS TR A S AR H=E, LA FS-FMS-MG44-BS KR53H17941:
BEEEEN 1 AFET (FTEON)

IBZENT: SRIRSH CHA i (XIS FMS-G3 &5, MU BIND fzigEsl) .

Bo 6 BENT (TETYRIEO) |, WEREALTL 6 B TR =HTUR T =FE:

« BRI FEIRREIVL LAY CHA SRS HIER, SRR, I —MEl (BOMES, XA R
&3 B foxilit)  BRFFIRS, FEATEERIAEOAMEE,

« BFNTINRE: AR (BIERART. RiaiT. FAIT. FANT) EREAITIEFERE TR
TR TIE, RZNARDIRE. BAERT, HEAKTINEEATERT, IeeFRRa A A,
SEEITFRIRE:

BOMRES: BOATTS, EEshF BRI B R mNT.

REEIR(FFR/RT): AIEREET, BFRINEHTRRGERAIE), BRHKR CHA 2, BT EITH
Eay =17 SEiR

WEBICIZ RASBIRFRE, BRFFEHMRS DRAIFRIRE,

6 AT TIRINSEARIITATA:

EN ERAER [ 1EA [ 188 &
A FERRIE (XRTETEE) TR E R, B
AT ISR (RESST54) et
T B BX R /
RIAKT B B 2R /

MERS (RHERI) S5, HERES,
BRET / FERET | FNEEARANERENR; | IFREEARENESREN;

JE%E. IFERARER I, IFEHARES. HEEE TSR AT / &
FIER] (AUEIN) R, | MEREE iﬁ?ﬁ?;ﬁ ) BURERAL

RN / IRAERENT 3E§U$EE$§@E?%REI:E: JRIEE A ENERIEIN;
JENZE. JEARRPRTK, JENZE. JEARRMES.
i

1. BRHNFANE, FIEETKS 1 EX;
2. 73[E@E (CH1) il JBE (CH2) BEABEmRRIPMAITIEE  HiETHMREE, FERSEEWLEELL
SERFMUEENRRY ;

Y/ ESC FUNCTION INSTRUCTIONS EBiBLIAEREFRiHAR

Connect Related Equipments

Make sure the receiver is off before connection. Then connect the motor with M+ and M- of the receiver
and connect the servo to the 3Pin interface("-", "+" and "S" are connected correspondingly). Finally,
connect the battery to the power cable interfaces of the receiver correspondingly.

Calibrate the Throttle Neutral Position

1. After connecting related equipment as above, turn on the transmitter first, then move the throttle trigger
to the neutral position.

2. Turn on the switch of receiver at last. The receiver will automatically recognize the battery type when it
is powered on again. Then it can run it.
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FUNCTION INSTRUCTIONS IhgtiReA

Notes:

1. The ESC can be run after completing self-inspection (about 3 seconds) if power on, otherwise it cannot
be operated normally.

2. If there is no power output, please check whether the throttle trim of the transmitter is set to the neutral
position, the receiver will automatically recognize the neutral position of the trim throttle after restarting;
3. If the rotation direction is not correct during running, exchange the two cables connecting motor and
receiver.

4. To make sure everything is ok, please turn on the transmitter first and then the receiver, and power off
the receiver first and then the transmitter.

ERIEXIES

EERIBFRIABKN BRI XAT XA (OFF) $KES, SRSEkiN2isE0 M+/M- 18iEsEE, izl
R 3Pin HERHEOILE ("-""+""S " AEXYRL) [ EBMtESREIbEEOIER, ITEXMARME.

BEHIIRS

1. I E S BISEXSRERETE, SRS, FERFIE IRNETPAMAE (BRARES)

2. BB, SEINRBIEIBER AR T,

i
1. BBARENRERIBRTRES TIET (KA 3 7)) , BNETRELEERTME;

2. EFETa L, BEERGIIEMAREETPAME, BKESTENRBIGRERIIPAL ;
3. BinfTRTRIEHNEEAART, B ER I FRE BRI S8 ;

4. ATPIER, BFERSTT RSB BRENIER LR SRk TR BRI R R IIE,

/ ESC DRAG BRAKE FORCE HERiFexIE

The receiver supports the function of setting drag brake force at the transmitter side. Refer to ESC
Parameters Setting for details.

FERHNSHFERTITURIRERRNE. hEEREREE (RIFESHIRE .

P/ ESC RUNNING MODE EBifiE Figit

The running mode of the ESC can be adjusted via the teansmitter. It can be set tow modes: FWD/REV
and FWD/REV/BRK, and the default mode is FWD/REV/BRK, refer to Parameter Setting for details.
RERHSHFERSIIRR BREIETEN. RENERERENERETRE, BANERERRZE,
REREREE [ BRESHIRE 1.

J/ESC BATTERY TYPE ERigeaithaka

The receiver supports the function of setting battery type at the transmitter side. It can be set tow types:
LiPo and NiMH, and the default type is LiPo, refer to Parameter Setting for details.

TR SHFER TR EFRRRINARTR, NREEEhEREAE, BIANEE. HRREEEE
[ EBEHESHORE 1.

Y/ FAILSAFE SkiziRip

The failsafe function is used to protect the model and personnel when the receiver is out-of-control. Refer
to [Failsafe] for details.

LETIREAT S T AER BRI R SHAESAZIEHR, RIPEEMIBMFARNZE2. HRERESS

[ SRR 1.
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PRODUCT SPECIFICATIONS

TRANSMITTER SPECIFICATIONS &5i#NiRtg

Product Model : FS-MG44 V6

Channels : 4

Model Type : Car or Boat

RF : 2.4GHz ISM

Maximum Power : <20dBm (e.i.r.p.) (EU)
2.4GHz Protocol : 2A-BS

Resolution : 1024

Input Power : 6V/DC or 1.5AAA*4
Charging Interface : None

RS . FS-MG44 V6
BENE : 4

B M

ToERSTER © 2.4GHz ISM
REITNER ;. <20dBm

Tty : 2A-BS

BESHER ¢ 1024 4%

BINEEJE : 6V/DC or 1.5AAA*4
FeEIEO : &

Life time : According to Battery Type
Low Voltage Warning : <4.2V
Antenna Type : Single Built-in Antenna
Data Interface : None
Temperature Range : -10°C~ +60°C
Humidity Range : 20% ~ 95%
Online Update : None
Dimensions : 118*73*145mm
Weight : 1309
Certifications : CE, FCC ID: N4ZMG400,
MIC:R210-167762,
IC: 25584-MG4BS00

SEfnAdIA) © REEISEEY
RRERE : <42V

KRR . NEBRXE

HEEO : &

BESERE : -10°C ~ +60°C
BESEE : 20% ~ 95%

EEEH : &

AMERST 0 118mm*73mm*145mm
HSEE : 1309

INIE : CE, FCC ID:N4ZMG400,
MIC:R210-167762, 1C:25584-MG4BS00

RECEIVER SPECIFICATIONS it

Product Model: FMS-R3D

Compatible Transmitters: FS-FMS-MG44-BS
Applicable Motors: 180 Brushed Motor

RF: 2.4GHz ISM

Maximum Power: <20dBm (e.i.r.p.) (EU)
RF Protocol: 2A-BS

Antenna: Single External Antenna

Operating Voltage: 2S LiPo

BEC Output: 5V/1A

Continuous/Peak Current: 10A/40A

Number of Channels: 4 (Including: 2 PWM channels,
1 motor output channel, and 1 LED light expansion interface)

Compatible RC Models: 1/18 Scale,
1/24 Scale RC Models, and RC Crawlers

Distance: > 100m (Ground Distance without Interference)
Data Output: PWM

Resolution: 4096

Temperature Range: -10C ~ +60°C

Humidity Range: 20% ~ 95%

Waterproof: PPX4

Firmware Update: Not Supported

Dimensions: 32.024.4*12.0mm

Weight: 11.0g

Certifcations: CE, FCC ID: 2A2UNR3D00

Number of LED Lights: 7 (Including: 1 LED light interface +
1 LED light expansion interface. The LED ight unit connects
to the expansion interface.)
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PRODUCT SPECIFICATIONS Pt

: FMS-R3D

EECERA: 180 RIFEM
RESBE: -10°C ~ +60°C
REIINER: <20dBm

D ANBERRE
SMERST: 32.024.4¥12.0mm

TAIE: CE, FCCID: 2A2UNR3DO00

BEML: 4 (29 PWMEE + 1 R REHEE
+IANEITH RIEN)

VEHICLE SETUP g E
Battery Charging $BE;th7cER

Vehicle Battery: 2S LiPo 7.4 V 900 mAh.

Charger: USB balance charger.

1.Connect charger to a USB power source.

2.Connect the battery to the balance port.

3.Red LED = Charging.

4.Green LED = Fully charged.

Typical charge time: 30—45 minutes.

Never charge unattended.

Always verify that the charging area is free of flammable materials.

ZEiRERIh: 2S BUSEAE, BBIE7.4V , BE 900 mAh,
ZeFE88: USB F{&75rass.

1.5 7ErRR RS USB BIR L.

2 IGEEIhEIERFRAEES |

3.75EEAT, LEDITPIRSHLE,

AFREESERAT, LEDITIRSEE.

FEEEATE): 30 = 45 S,
DDERANEENEL T 5L,
FHENSVIREREE MR,
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VEHICLE SETUP

CHARGING THE BATTERY #ZEEejth

1.Remove the body shell from the magnetic mounts.
2.Install the battery in the battery tray.and secure it

with a tie.
\\ 3.Connect the battery lead securely. the power
connector is keyed for reverse-polarity protection.
Ensure correct orientation — forcing it may cause a
\ ‘ \ short circuit.

(\\ 1REERRR, MLETHER, EESSERRESE.
2SI ZAREIRIIER T, FRERILTEET.
/( 3IGHIhSEEIEER, BitbhIRIREROBMRERLT
, EEREATIE, BITRIESS AR,

AN\ WARNING £4%

1.After use, allow the LiPo to cool before removing it; do not store the battery inside the model for extended periods.
2.Do not open, disassemble, or attempt to repair the LiPo battery.

3.Disconnect the LiPo battery from the vehicle before charging.

4.Never charge the LiPo battery while it is installed in the vehicle.

5.Use only the supplied charger.

6.Do not puncture or crush the LiPo battery.

7.Do not expose to water or high heat.

8.Stop using immediately if LiPo battery becomes damaged or excessively hot.

9.Store in a cool, dry place.

1.(EFE5EEEE, RSTILEREICABEIEERY, R thRIEFEREIRERET.
2 0/0FTFF. HREE SIS IRIEER T,

3FEFFERT, BRIt R LR,
AR T EBMERIER T FRE,

5. 15N ERRTRHAIFEFE RS,

6. D RIRRER S E R,

7D EEIREE.

8 NSRRI HIRIAS IS OB, 1B BME LA,

9. FHUER R T IRAL.
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SPARE PARTS LIST [T & 2715

C4424 118N01 Car Body Assembly With Painted Blue  118NO01 /S Rk ()

C3957 118N01 Car Body Assembly With Painted Red  118N01 ZEFR/RE(LIE)

C3958 118N01 Car Body Assembly With Painted Green 118N01 R (FE)

C4179 118NO01BDWH Car Body Parts Without Painted ~ 118NO1BDWH ZEFEU4 (M)

C3959 118N01 Body Mount Set 118N01 FEFHREEMS

C3960 118N01 Exterioe Mirror 118NO1 5=

C3961 118N01 Rooftop Rack Assembly 118NO1 17Z=28 125K

C3962 118N01 Wading Throat And Wiper 118NO1 7Kz K Rl

C3963 118NO01 Ladder And Spare Tire Rack 118NO1 AR =Rz

c4167 118N01 Exhaustion Plate 118NO1 ZEEERH

C4168 118N01 Hood Red 118N01 ZE3LE 416

C4425 118N01 Hood Blue 118N01 ZE3LE 156

C4170 118N01 Hood Green 118N01 FL5% &6

C4171 118N02 Window 118N01 EEFIFIE 56

C4172 118NO1 Rear Light Cup Set 118NO1 FITHR

Cca173 118N01 Light Lens 118NO1 T H

C4174 118N01 Bumper Set 118N01 FifSB51E

C4175 118NO1 Cockpit 118N01 Zfg

C4176 118N01 Wheel Brow Set 118NO1 #/EFH

C4339 118NO01 Light Wire Set 118NO1 JT4e4R

C4069 118N01 Wheel Assembly Set 118N01 ZEREELEY

C4070 KO3 Tires Set KO3 e E%E

C4071 118N02 Wheel Hub NOMAD 12 Hole 118N02 #ZNOMAD 127, (—31)

C4072 FCX18 Il Oil Shock Absorbers Parts 1Pair FCX18 || = EUd—RT (o)
(W/O Spring)

C4073 FCX18 Il Shock Absorbers Spring FCX18 Il i E EJJEE

C4074 FCX18 1I-160 Transmission Gear Box Assembly  FCX18 I1-160 IXzhF a6k Bl
Brushed

C4107 FCX18 Il Transmission Gear Box Housing FCX18 |l IXFhFFashA

C4075 FCX18 11 180 Brushed Motor FCX18 11 180 Ea#/l

C4126BD-160 FCX18 11-160 Front Axle Assembly Brushed FCX18 I1-160 BIiFEZEL AL Bl

C4077 FCX18 11-160 Rear Axle Assembly FCX18 11-160 [EHFELZEL AL

C4078 FCX18 Il Ball Head FCX18 Il ik E=%

C4079 FCX18 Il Variable Speed Servo Horn Set FCX18 Il e BT

C4080 MG44 V6 + R3D Transmitter Receiver Set BS MG44 V6 + R3D
Version REIES/FRIERICES BS

C4081BD-160 FCX18 Il Steering 13G Metal Servo JST 1.25 FCX18 Il %) 1358 &@BAEH JST
(For 160 Wheelase Brushed Version) 1.25 ( 160%MmiE BRl )

C4082 FCX18 Il Variable Speed 9G Servo JST 1.25 FCX18 Il #&# 953 At/ JST 1.25

C3927B DBO03-B Mini Light System Control DB03-B MINI §T#z

C4084 FCX18 Il WHEELBASE160 Rod Set FCX18 Il WB160 &4

C4085 FCX18 Il WHEELBASE160 Chassis Bracket FCX18 Il WB160 K&

C4086 FCX18 Il WHEELBASE160 Universal Joint FCX18 1l WB160 {&zf1h
Drive Shaft

C4087 FCX18 Il Gear Set For Transmission Gear Box  FCX18 || Z&fESHE
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SPARE PARTS LIST [T & 7IE5

C4088
C4089
C4090
C4091
C4092
C4093
C4094
C2259
C2267
C4095
C4284
C2275
C4097
C4547
C4099
C4100
C4149
C4126PRO-160

C4126DIFF-160

C4126PLX-160

C4166PRO

C4166DIFF
C4166PLX
C4155
C4156
C4157
C4164
C4222

C4485

FCX18 Il Gear Set For Front/Rear Axle
FCX18 Il Pinion Gear

FCX18 Il Pin And Bearing Set

FCX18 Il Ball Head And Washer Set
118N02 Screw Set

FCX18 Il Rear Axle Plastic Parts

FCX18 Il Front Axle Plastic Parts

FMS Lipo Battery 2S 7.4V 900mAh

FMS USB 2S Lipo Quick Chaeger Cable
FCX18 Il C-Hub Set

FCX18 Il 160 Wheel Shaft Set

FCX18 Trailer Hook

FCX18 11-160 Metal Girder

FCX18 Il 160 Shock Absorbers Tower
FCX18 Il Gear Box Mount

FCX18 Il Power Switch Mount

FCX18 Il NOMAD Wheel Assembly Set
FCX18 11-160 Front Axle Assembly Brushed
( Diff + Portal Axle )

FCX18 11-160 Front Axle Assembly Brushed
( Diff)

FCX18 11-160 Front Axle Assembly Brushed
( Portal Axle )

FCX18 11-160 Rear Axle Assembly ( Diff +
Portal Axle)

FCX18 11-160 Rear Axle Assembly ( Diff)

FCX18 1I-160 Rear Axle Assembly ( Portal Axle )

FCX18 Il Front/Rear Differential Parts
FCX18 Il Rear Portal Axle Parts

FCX18 Il Front Portal Axle Parts

R3D Receiver/ ESC 2 IN 1 SET BS Version

FCX18 Il Oil Shock Absorbers Assembly 1Pair

(With Spring)
FCX18 Il Screw And Shim For Magnet

118N02 EfFiEHE

FCX18 Il Eg#ts

FCX18 11 %t Rz 4

FCX18 Il Bk

118N02 #8444,

FCX18 Il IFEMRRML

FCX18 Il BUEARRL:

FMS Egith7.4V 2S5 900mAh

USB SF{#7sEa88 7.4V 2000mA
FCX18 Il CEE

FCX18 Il 160 fpimEst

FCX18 $554

FCX18 11-160 &BAR

FCX18 1 160 =28

FCX18 Il IXFNFFERE

FCX18 Il FF<[E

FCX18 Il NOMAD ZEHELR LA
FCX18 11-160 gitFERET AL Bl

(EE +85)

FCX18 11-160 giifFEZEA Bl
(EE)

FCX18 11-160 RitFERET AL Bl
(I73%%)

FCX18 I1-160 [SFEZER R (EiE
+[IH%)

FCX18 11-160 [FAEZER AL (EiE)
FCX18 11-160 [SHEZERAL (757
FCX18 |l B/ fE &=t

FCX18 Il fai IR M

FCX18 Il g0 )R

R3D EBiE#zlES 2 INT BS

FCX18 Il ¥ BRI — T (FroEs)

FCX18 Il Bk E PRI B
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EN:OIL SHOCK ABSORBERS ASSEMBLY

CN:iHEEE

C4073

EN:WHEEL SET

C4072

1y
I\O ﬂ

CN:EF4

C4071/C4149
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EN:TRANSMISSION GEAR BOX ASSEMBLY BRUSHED CN:IEZF 8




EN:FRONG AXLE ASSEMBLY

%94 ; C4094 Cca284
a

.
P

C4078
C4091
C4092
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C4284

[C4084

§m s
i C4095/C4094
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EN:REAR AXLE ASSEMBLY

C4086
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CN:[5H¥H
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EN:SEMI-FINISHED CHASSIS SET A
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EN:SEMI-FINISHED CHASSIS SET B CN:ZE52%¥ kB
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EN:FINISHED CHASSIS SET

C4164/C4080 i

]

()
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C4485
C4092 |
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EN:ROOF RACK

C4179
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EN:SEMI-FINISHED SHELL BODY SET

C4425/C4168/C4170
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EN:VEHICLE

C3958/C3957/C4424
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MAINTENANCE HEIR R

 Before and after each use, inspect the model car’s battery, wiring, screws, gears, and other compo-
nents; promptly tighten any loose parts; and remove dust, dirt, and debris from between the wheels and
the chassis.

« After using the battery, allow it to cool to room temperature before recharging. Avoid overcharging and
over-discharging (do not let the voltage of lithium batteries drop below 3.7V).

« Avoid prolonged use in hot, humid, or dusty environments; prevent the vehicle from getting wet, being
hit, or dropped; and keep the drive system away from sand and water.

« Store indoors at room temperature.

» Regularly apply special lubricating oil to the motor bearings, gears, and steering mechanism to extend
the service life of the parts.

« Pair and calibrate the transmitter with the model car regularly to prevent signal interference.

« If the transmitter will not be used for an extended period of time, be sure to remove the batteries.
» Keep spare commonly used parts (such as batteries, screws, servos, and motors) on hand so that
faulty parts can be replaced promptly.

« FERMTRTG, BRI, Hedk. 22, IN5eSE, NMINTEMSIRES:, HEAKAe. L, &
RS R H?E/J%l“%
o S, FRSAIRSRF R, B SRR (BRIBIESTT 3.7V) .
o BEGAE R IR ﬁﬂzu ZARETTRI R, B A R B, LS RS R T
o TEE N TR T A
o EMIZEEALAR. G FeRUAERING AR, SR A

< BAIWL GEEGD ST i“F%ﬂHEEXﬁiYE BERE TS

o REUCTI A AT, 355 55 B Lt o

o F A A (QHEEHJE\ SRZZL JYedLs L), 5 R R R S A

TROUBLESHOOTING HEEHERR

Refer to the complete “Troubleshooting Guide” for detailed troubleshooting instructions.

BRIEAREERERRE, BSTEN (SIEHHER) .

PARTS & SUPPORT Eold32i%

Use only genuine FMS replacement parts. {UERIREERY FMS SFEHRER(H,

Visit the FMS website or contact your distributor EihE) FMS Muba B R ISR R LSRR S 32,
for support.

CONTACT BXEAI

IS
&
i
[t
s

I

Scan the QR code to access
the official website of FMS.

FMS Model
Email: support@fmsmodel.com

&EFMS en (€ 248
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